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IN THE CLAIMS 
Please amend the claims as follows: 

Claim 1 (Currently Amended): A base station supporting multicast communication, 
the base station comprising: 

a control signzil relay configured to transmit a common control signal to a plurality of 
mobile stations in a multicast group: and 

a response signal relay configured to 

receive a predetermined nxmiber of response signals to the common control 
signal fi-om at least one first mobile station in the multicast group, 

receive a subsequent response signal to the common control signal firom a 
second mobile station in the multicast group, the subsequent response signal received 
after the predetermined number of response signals, 

transfer only the predetermined number of response signals received fi-om the 
at least one first mobile station to a controller, and 

retain the subsequent response signal to the common control signal received 
firom the second mobile station in the multicast group 

rosponso signals transmitt e d from a plurality of mobil e stations to a radio n e twork 
controll e r, the respons e signals responding to a control signal for a multicast group; and 
wh e r e in 

the r e spons e signal r e lay transf e rs only a predotormin e d number of respons e signals to 
the radio n e twork controller, and any following respons e signal is r e tained . 

Claim 2 (Original): The base station according to claim 1, wherein the predetermined 
number is one. 
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Claim 3 (Canceled). 

Claim 4 (Currently Amended): A radio network controller supporting multicast 
communication, wherein 

the radio network controller performs a predetermined processing on a predetermined 
number of response signals, the predetermined number of response signals being transmitted 
from at least one first mobile station and responding to a control signal for a multicast group; 
and 

the radio network controller performs processing on only the predetermined number 
of response signals, and any following a subsequent r esponse signal is unprocessed by the 
radio network controller, the subsequent following response signals signal b eing transmitted 
from at l e ast on e a.second mobile station. 

Claim 5 (Original): The radio network controller according to claim 4, wherein the 
predetermined number is one. 

Claim 6 (New): A base station supporting multicast communication, the base station 
comprising: 

a control signal relay configured to transmit a common control signal to a plurality of 
mobile stations in a multicast group; and 

a response signal relay configured to 

receive a predetermined number of response signals to the common control 
signal from at least one first mobile station in the multicast group. 
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receive a subsequent response signal to the common control signal from a 
second mobile station in the multicast group, the subsequent response signal received 
after the predetermined number of response signals, 

process only the predetermined number of response signals received from the 
at least one first mobile station to a controller, and 

unprocess the subsequent response signal to the common control signal 
received from the second mobile station in the multicast group. 
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